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HVAC LEGEND AR DISTRIBUTION DEVICES QO
DESCRIPTION e
NOMINAL NECK H
MARK. TYPE BRANCH DUCT SIZE SERVICE
SUPPLY DUCT @ SIZE SIZE \)) 0 @
RETURN OR EXHAUST DUCT A LcD 15 x 15 12" I2"¢ - FLEX. MAX. 5' LONG | SUPPLY % 0 % _
RECTANGULAR DUCT UP (SUPPLY SHOWN) B LcG 24 x 24 22 x 22 — RETURN A/ N Q)
RECTANGULAR DUCT DOWN (SUPPLY SHOWN) = U ! g
RECTANGULAR DUCTWORK - 20" SIDE SHONWN x 12" SIDE NOT SHOWN N dDlY o <
DUCTWORK. LINED WITH FIBERGLASS DUCT LINER - INSIDE DIMENSION SHOWN ED EXISTING DEVICE, REBALACE TO CFM SHOWN SUPPLY > % a 9
EXISTING DUCTIWORK OR DEVICE TO REMAIN-SIZE REFERENCED FROM ORIG. EG EXISTING DEVICE RETURN O L % w
EXISTING DUCTIWORK OR DEVICE TO BE REMOVED l.%l \") \ % B
MITERED ELBOW WITH DOUBLE THICKNESS TURNING VANES Vi :_[ % A N)
FULL RADIUS ELBOW = W r
FLEXIBLE CONNECTION o | L] > % z
FLEXIBLE DUCTWORK. | — o Q
SEI FITTING WTH SC00P AND VAAL DAYPER AIR DISTRIBUTION DEVICES LEGEND R P
SPIN-IN FITTING WITH MANUAL DAMPER =, zE
D)
SPIN-IN FITTING WITH SCOOP SYMBOL DESCRIPTION 1l 7 W g u
ROUND DUCT UP % =ly ©Z
COUND DUCT DOMN LAY-IN CEILING SUPPLY DIFFUSER - KRUEGER 55H SQUARE LOUVER FACE ALUMINUM | =— 3
LCD | DIFFUSER WITH 24"x24" LAY-IN FRAME, WHITE BAKED ENAMEL FINISH. DIFFUSER SHALL Q) \1-) O
EMS TEMPERATURE SENSOR BE FOUR WAY THROW UNLESS OTHERWISE NOTED. — ﬂ%
~ Z
RISE IN DIRECTION OF ARROW LAY-IN CEILING RETURN GRILLE - KRUEGER EGC5 GRILLE, 1/2"x1/2"x1/2" ALUMINUM GRID T d Z
DROP IN DIRECTION OF ARRON LCG CORE WITH 24"x24" LAY-IN FRAME AND DUCT CONNECTION FLANGE, AND WHITE BAKED 7 X 3
ENAMEL FINISH. i = J
|9
1 J
Ol Of
=l 8
NOTE : "E" PREFIX IN PIPE OR EQUIPMENT LABELING INDICATES THAT IT IS EXISTING. NOTE: MANUFACTURER SHALL FURNISH FINISHED SCREWS FOR ALL AIR DISTRIBUTION — X
DEVICES TO MATCH FINISH OF THAT DEVICE. V N
~—— WALL
,, - LAY-IN DIFFUSER PANEL
” LOUVER FACE DIFFUSER
2
;
[}-— sEnsor
WHERE PORTION OF DEVICE IS SHOWN
SHADED, PROVIDE 3-WAY THROW DIFFUSER. NOTE 4
THE "NON-AIRFLOW" SIDE SHALL FACE THE (TYP)
SENSOR SUCH THAT AIR DOES NOT BLOW I B N -
TOWARDS SENSOR. = ( [ =——— [ 0 GENERAL NOTES: (ALL sHEETS )
[ NEW DUCT
NOTE: | i CIT CIT CIJ
l. TYPICAL WHERE DIFFUSER NEAREST SENSOR BLOWS ON SENSOR. \ €9 (TP) A. CONTRACTOR SHALL NOTIFY ENGINEER IN WRITING OF ANY DISCREPENCIES OF
N P 22x14 ] o N EXISTING CONDITIONS FROM THAT SHOWN ON PLANS OR OF ANY CONDITION
N I ‘V 7‘ NN I At _”V 7‘ ‘V 7‘ o PROHIBITING WORK TO BE INSTALLED AS SHOWN ON PLANS BEFORE WORK IS
NOTE 5 H T T T j FOOD = L BEGUN.
A — A (TYP) gzexz) | L Y] I comr L s —
/3\ DIFFUSER BLANK-OFF DETAIL 6 , ] ~ ‘ e e e HN B. ALL PENETRATIONS THROUGH FIRE WALLS AND RATED FLOOR SLABS SHALL BE
MLl /NO SCALE 1 B E@ Eﬁﬂ NOTE 2 FIRE STOPPED WITH 3M FIRE BARRIER OR EQUAL PRODUCT MEETING UL 1474 OR
N0/ N0/ o (TrP) ASTM EBl4 FIRE RATING IN ACCORDANCE WITH ARTICLE 300-21 OF THE NATIONAL
| | Ne29/ P 2y Ne2o/ \ 4 ELECTRICAL CODE
_ _ ] NOTE | [ 5 [ [ [ [ I A .
| LY | | | | - C. ALL AREAS OF THE BUILDING HAVE RETURN AIR PLENUMS ABOVE CEILINGS. ALL
| T ] S OO IR T E L) Sew” L MATERIALS EXPOSED WITHIN PLENUMS ARE REQUIRED TO BE NONCOMBUSTIBLE
7 OR SHALL HAVE A FLAME SPREAD INDEX OF NOT MORE THAT 25 AND A SMOKE
% o éf SERYING DEVELOPED INDEX OF NOT MORE THAN 50 AS DETERMINED IN ACCORDANCE
- + - - WITH ASTM E&4
Y HE TRADDELT [mglll  oRILE ! : \ '
/EDN | | i - 15 it / D. WHERE DUCT LINER IS INDICATED ON THE DRAWINGS THE DUCT SIZES SHOWN ON
FLEX DUCT\ /TCABLETIE a5 s = JL80 0 o PlrzA THE DRAWINGS ARE CLEAR INSIDE DIMENSIONS AFTER THE LINER IS INSTALLED.
y EXIST. TEACH ] ] ] OVEN AND / INCREASE THE SIZE OF THE METAL DUCT TO ALLOW FOR THE LINER .
H DINING
DucT ; N il 1] ROoE MOUNTED E. CONTRACTOR SHALL PROTECT THE OWNER'S EQUIPMENT FROM DUST, DEBRIS AND
DIAMETER (D) f L = L= DAMAGE AT ALL TIMES DURING THE CONSTRUCTION PROCESS.
N SERVING A
i \
[l =
FLEX ELBOW SUPPORT:
THERMAFLEX FLEXFLOW OR EXIST. WKRM CONNECT TO REFERENCED NOTES:
TITUS FLEXRIGHT OR EXIST. AND RISE EXIST. DISH. |:|
HART & COOLEY SMART FLOW. ABLE TIE OV N RALL et cimen . SHADED DIFFUSER QUADRANT INDICATES 3-WAY DIFFUSER ORIENTED TO BLOW
D /" - - — AWNAY FROM SHADED PORTION. SEE DETAIL 3/MI..
| ‘ = — A — j |- ] 2. INSTALL FLEX SUPPORT, TYPICAL ON DIFFUSERS AND GRILLES. SEE DETAIL 4/ML..
F . 1 1 ‘ ‘ 3. REINSTALL WALL MOUNTED TEMPERATURE SENSOR.
\AIR ISTRIBUTION DEVICE HDDDDDDDD 4. CONNECT TO EXISTING DUCTWORK.
I | =il 1 5. VACUUM, SPRAY WITH HOUSEHOLD TYPE CLEANER AND WIPE CLEAN ALL EXISTING
FLEX ELBOWS ON SUPPLY DIFFUSERS, EXHAUST REGISTERS AIR DISTRIBUTION DEVICES THAT ARE REMAINING AFTER NEW WORK |15 COMPLETE.

AND RETURN GRILLES SHALL BE INSTALLED WITH RADIUS
EQUAL TO OR GREATER THAN THE DIAMETER OF DUCT. WHERE . Zﬁf&#ﬁsg I'L%t;lcli'l:rua';o REMAIN. REBALANCE AIR DISTRIBUTION SYSTEM TO AIR

CONDITIONS CAUSE THE ELBOW RADIUS TO BE LESS THAN THE

DUCT DIAMETER, INSTALL RADIUS BEND FLEX ELBOW SUPPORT. /2\MA|N J_E\/E]_ PAQ‘HAL PLAN - NEN NORK - HVAC
(ANFLEX SUPPORT DETAIL NUICEES

Ml.l / NO SCALE

o

GENERAL DEMOLITION NOTES: (I/MI.1 ONLY)

DA. GENERALLY ITEMS SHOWN DASHED ARE TO BE REMOVED AND ITEMS SHOWN
WITH SOLID LINE ARE TO REMAIN.

DB. WHERE CONTROL DEVICES ARE REMOVED & NOT REPLACED, COVER HOLE
WITH STAINLESS STEEL COVER PLATE.

DC. WHERE EXISTING EQUIPMENT, DUCT, PIPE, ETC. IS BEING REMOVED AND NOT
e RN TN TN REPLACED IN SAME LOCATION, REMOVE ALL EXISTING SUPPORT HARDWARE,
4 N/ No= N/ A= = BRACKETS, STRAPS, ETC..
E L e e 5 [ o S e St 8 ] ]
| £ | I O A B Epp S Y B L DD. SEE 2/Mll FOR NEW WORK PRIOR TO BEGINNING ANY DEMOLITION TO VERIFY
- = [ ] 1 WHAT DUCTWORK, ETC 1S TO REMAIN.
NS 22 x4 26 x 14 i NOTE D2 | DE. THE OWNER RESERVES THE RIGHT TO SALVAGE EQUIPMENT OR MATERIALS
Lf — — — | } THAT HAVE BEEN REMOVED.
g | | -
\ ) S /jfj ol } \ ]
| ]L___ﬁJ |
EXIST. TEACH -
& DINING & } %} } f } \ }
[ I FES - - |
] a PRI ‘ |
B E— LIRS NEETN (62 o MEZTL 3 ! = DEMOLITION REFERENCE NOTES: (I/M11 ONLY)
/
| L [ ] ! | | | | |
[ | = S S Sy — I DI. REMOVE EXISTING SUPPLY DIFFUSER AND FLEXIBLE DUCTWORK. PATCH, SEAL
1 -+ L A Bl AND INSULATE DUCT WHERE NO NEW DUCT 1S CONNECTED.
i ‘oL < | - D2. REMOVE EXISTING GRILLE AND DUCTIWORK. SHOWN DASHED.
1S X LA D3. REMOVE EXISTING TEMPERATURE SENSOR.
) \, NOTE M
I
4% T T T
EXIST. NKRM (I
L - EXIST. DISH.
EXIST. KITCH. |:|
/ [iin R
— T M AT

(\MAIN LEVEL PARTIAL PLAN - HYAC DEMOLITION
MLl / 1/&"=1"-O" HSPU RLOCK

& ASSOCIATES,INC.
consulting engineers
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